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Environmental Protection Agency § 63.11440 

(i) Operate and maintain the APCD 
in accordance with the equipment man-
ufacturer’s specifications; and 

(ii) Monitor the APCD according to 
the applicable requirements in 
§ 63.11440. 

(2) Alternatively, use wet glazes con-
taining less than 0.1 (weight) percent 
clay ceramics metal HAP. 

(d) For each atomized glaze spray 
booth located at a clay ceramics manu-
facturing facility that uses 227 Mg/yr 
(250 tpy) or less of wet glaze(s), you 
must comply with one of the manage-
ment practices or equipment standards 
in paragraphs (d)(1) and (2) of this sec-
tion. 

(1) Employ waste minimization prac-
tices, as defined in § 63.11444; or 

(2) Alternatively, comply with the 
equipment standard requirements de-
scribed in paragraph (c)(1) of this sec-
tion or the management practice de-
scribed in paragraph (c)(2) of this sec-
tion. 

(e) Surface applications (e.g., wet 
glazes) containing less than 0.1 
(weight) percent clay ceramics metal 
HAP do not have to be considered in 
determination of the 227 Mg/yr (250 tpy) 
threshold for wet glaze usage. 

§ 63.11439 What are the initial compli-
ance demonstration requirements 
for new and existing sources? 

(a) You must demonstrate initial 
compliance with the applicable man-
agement practices and equipment 
standards in § 63.11438 by submitting a 
Notification of Compliance Status. For 
any wet spray glaze operation con-
trolled with an APCD, you must con-
duct an initial inspection of the con-
trol equipment as described in 
§ 63.11440(b)(1) within 60 days of the 
compliance date and include the re-
sults of the inspection in the Notifica-
tion of Compliance Status. 

(b) You must demonstrate initial 
compliance with the applicable man-
agement practices or equipment stand-
ards in § 63.11438 by submitting the No-
tification of Compliance Status within 
120 days after the applicable compli-
ance date specified in § 63.11437. 

§ 63.11440 What are the monitoring re-
quirements for new and existing 
sources? 

(a) For each kiln firing glazed ce-
ramic ware, you must conduct a daily 
check of the peak firing temperature. 
If the peak temperature exceeds 1540 °C 
(2800 °F), you must take corrective ac-
tion according to your standard oper-
ating procedures. 

(b) For each existing or new atomized 
glaze spray booth equipped with an 
APCD, you must demonstrate compli-
ance by conducting the monitoring ac-
tivities in paragraph (b)(1) and either 
paragraph (b)(2) or (3) of this section: 

(1) Initial control device inspection. 
You must conduct an initial inspection 
of each particulate matter (PM) con-
trol device according to the require-
ments in paragraphs (b)(1)(i) or (ii) of 
this section. You must conduct each 
inspection no later than 60 days after 
your applicable compliance date for 
each installed control device which has 
been operated within 60 days of the 
compliance date. For an installed con-
trol device which has not been operated 
within 60 days of the compliance date, 
you must conduct an initial inspection 
prior to startup of the control device. 

(i) For each wet control system, you 
must verify the presence of water flow 
to the control equipment. You must 
also visually inspect the system duct-
work and control equipment for leaks 
and inspect the interior of the control 
equipment (if applicable) for structural 
integrity and the condition of the con-
trol system. An initial inspection of 
the internal components of a wet con-
trol system is not required if an inspec-
tion has been performed within the 
past 12 months. 

(ii) For each baghouse, you must vis-
ually inspect the system ductwork and 
baghouse unit for leaks. You must also 
inspect the inside of each baghouse for 
structural integrity and fabric filter 
condition. You must record the results 
of the inspection and any maintenance 
action as required in paragraph (d) of 
this section. An initial inspection of 
the internal components of a baghouse 
is not required if an inspection has 
been performed within the past 12 
months. 

(2) Periodic inspections/maintenance. 
Except as provided in paragraph (b)(3) 
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